


Add an explanation of what the LED 
does.  Something like: "the LED blinks 
each time the Mini-Panel sends a 
command on the cab bus" 
This is not explained anywhere and has 
been a source of questions.



used mis-spelled

Should be "at and above" as on page 13.

"at and above"

"at and above" as on page 13



All instances of the main display panel 
on this page and the next are incorrect.  
The second item should be "2=REVIEW".



It would be helpful to add a sentence 
that also talks about using the up and 
down arrows, and or the thumb wheel to 
move forward and backward when 
reviewing commands



Formatting needs work, add terminate 
command (7) in Other branch





"7"   Also need to add a bullet and 
description of the terminate command.



Suggest adding a section here that talks 
about how you can use DP to backup 
and restore your Mini-Panel 
programming.  By using "read all CV's" 
and "write all CV's" you can backup and 
restore the Mini-Panel's programming.  
Multiple programs can be saved and 
stored by saving as a different roster 
entry in DP. ( i.e. minipanel1, 
minipanel2, etc.)
This feature is particularly useful when 
trying different programming options, it 
is much easier to save and restore using 
DP than trying to re-enter different 
programming options via the ProCab.  
Hopefully someone will make a pretty 
interface for DP someday, for now I 
would suggest that you just point out 
the ability of using DP for backup and 
restore.

Suggest changing to Click on "write" for 
CV7.  While the first write command fails 
to write it does not result in a timeout 
like the read command.  After executing 
the harmless write to CV7 all subsequent 
reads and writes will work.  The read 
timeout is particularly long in DP and 
some folks may get confused by this.  
Doing a write as the first command will 
avoid this issue.



Add a section on how to use the mini-
panel if you only have a PowerCab.  
Show a schematic connection diagram 
and talk about the need to use the 
"Prog" jumper to enter setup mode.  Also 
note that the Review command is not 
available when only using PowerCab as 
the cab is being used in ProCab mode.  
See added page for diagram.







Decimal location 2, should be "unknown 
command format"



No longer clear 8 locations, update to 
match page 3, "Format of unknown 
commands..."


