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1.

U
nplug the S

B
3A

/S
B

5.

2.
R

em
ove the 2 screw

s that hold the top to the bottom
 of

the case.

3.
C

arefully w
ork the top of the case up and off. S

et aside.

4.
Locate the

M
icroprocessor chip

along the right hand
side of the case. It is
the largest chip
inside the S

B
3A

/S
B

5.

5.
U

se a sm
all F

lat screw
 driver or hobby knife to

separate the
M

icroprocessor chip from
the socket. M

ake sure you
pry B

E
T

W
E

E
N

 the socket
and the chip. W

ork end to
end lifting a little on one end, then a little on the other end.
P

ry the M
icroprocessor chip straight up from

 the socket. Y
ou w

ill no longer need
this chip but hang on to it for the tim

e being.

6.
T

he new
 M

icroprocessor chip m
ay com

e to you w
ith its legs

slightly splayed outw
ard. Y

ou w
ill need to bend these legs so

that they are straight dow
n from

 the sides of the chip. P
lace the

chip on a flat, hard surface as show
n in the diagram

 and bend
the body of the chip so that the legs are straight. R

epeat w
ith

the opposite side legs.

7.
T

here is a sm
all “U

” shaped indent or dim
ple in one end of the chip.

T
his is the T

O
P

 of the chip. P
lace the chip on the socket w

ith this “U
”

shape tow
ard the rear of the case.

8.
A

lign the legs to the socket. W
hen satisfied that A

LL of the legs are in
line w

ith a socket position, press the new
 chip dow

n into the socket.
W

ork from
 end to end, press a little on one end, then a little on the other

end. K
eep doing this until the M

icroprocessor chip is F
U

LLY
 seated in

the socket.

9.
E

xam
ine the installation to ensure A

LL 28 of the legs have
engaged the socket correctly.

10.
R

eplace the top of the case and the 2 screw
s that hold the top to

the bottom
. D

O
 N

O
T

 O
V

E
R

T
IG

H
T

E
N

 T
H

E
 S

C
R

E
W

S
. Y

ou could
inadvertently break the screw

 boss inside the case.

11.
P

lug the S
B

3A
/S

B
5 back into your railroad and enjoy the greatest train control in m

odel
railroading!

M
ake sure none of the legs

are bent under or outside
the socket.

Pry here
D

o N
ot pry here

D
im

ple
“U

” shaped
indent

C
orrect

Splayed

M
icroprocessor

U
 Shaped Indent
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